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DSZ-10 FILTER INDUCTORS

APPLICATIONS:

e Differential mode filters

e Switched mode power supplies
e Electronic ballast applications
e Lighting

e White goods
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ORDERING CODE:

DSZ - 10 /4700/0,3 -V-R

L mounting: V - vertical, V-R - vertical without pins
rated current in Amps

inductance in pH

core size

product symbol

DIMENSIONS:

V - vertical

* marking on the ferrite core not available

DSz-10
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V-R - vertical without pins

* marking on the ferrite core not available

0sz-10

PROPERTIES:

Version
Part number Loom [MH] loom [A] RDC [Q]

\% V-R

DSZ-10/6,8/10 6,8 10 0,005 X v
DSZ-10/10/7,0 10 7,0 0,009 X v
DSZ-10/15/6,3 15 6,3 0,012 X 4
DSZ-10/22/6,3 22 6,3 0,014 X V4
DSZ-10/33/5,0 33 5,0 0,022 X v/
DSZ-10/47/3,5 47 3,5 0,032 v v
DSZ-10/68/3,0 68 3,0 0,048 v v
DSZ-10/100/2,4 100 2,4 0,074 v V4
DSZ-10/150/2,2 150 2,2 0,10 v 4
DSZ-10/220/1,6 220 1,6 0,16 v v
DSZ-10/330/1,4 330 14 0,22 v v
DSZ-10/470/1,2 470 1.2 0,29 v v
DSZ-10/680/0,9 680 0,9 0,50 v v
DSZ-10/1000/0,8 1000 0,8 0,68 v X
DSZ-10/1500/0,8 1500 0,8 0,86 v X
DSZ-10/2200/0,5 2200 0,5 1,9 v X
DSZ-10/3300/0,5 3300 0,5 1,9 v X
DSZ-10/4700/0,4 4700 0,4 2,9 v X

e |[nductance tolerance: +20%
e LCR meter f=10kHz
e RDC Cu wire resistance: +20%
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CHARACTERISTICS:

10,000 —— DSZ-10/4700/0,4-V

5,000 —— DSZ-10/3300/0,5-V
' —— DSZ-10/2200/0,5-V
—— DSZ-10/1500/0 8-V
—— DSZ-10/1000/0,8-V

1,000 —— DSZ-10/680/0,9-V
g 500 —— DSZ-10/470/1 2-V
E —— DSZ-10/330/1,4-V
e — DSZ10/220/1,6-V
§ 100 S\ — DSZ-101150/2,2-V
5 —— DSZ-10100/2,4-V
S 50
2 —— DSZ-10/68/3,0-V
£ —— DSZ-10/47/3 5-V
10
1
0.1 0.5 1 5 10
Current [A]
V version
10,000,000 —— DSZ10/4700/0.4-V
— DSZ-10/3300/0,5-V
1,000,000 —— DSZ-10/2200/0,5-V
— DSZ-10/1500/0,8-V
— DSZ-10/1000/0,8-V
100,000 " ,\ — DSZ-10/680/0,9-V
8 ' \ —— DSZ-10/470/1,2-V
Q 10,000 FSON ‘IA \‘ —— DSZ-10/3301 4V
o “"1*&\,\__‘4 — DSZ-101220/1,6-V
§ 1.000 SN — DS7-101502.2V
3 : — DSZ-10/100/2,4-V
Q —— DSZ-10/68/3,0-V
E 100 —— DSZ-10/47/3 5V
10
1
0
1 5 10 50 100 500 1,000 5,000
Frequency [kHz]
V version
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CHARACTERISTICS:

10,000
5,000

1,000

= DSZ-10/680/0,9-V-R
—— DSZ-10/470/1 2-V-R
= DSZ-10/330/1 4-V-R
— DSZ-10/22011 6-V-R
— DS8Z-10/150/2,2-V-R
= DSZ-10/100/2 4-V-R

500

—— DSZ-10/68/3,0-V-R

= DSZ-10/47/3,5-V-R

—— DSZ-10/33/5,0-V-R

100

= DSZ-10/22/6,3-V-R

50

—— DSZ-10/15/6,3-V-R

= DSZ-10/110/7,0-V-R

Inductance [uH]

—— DSZ-10/6,8/10-V-R

0.1

V-R version

10,000,000
1,000,000
100,000
10,000
1,000

100

Impedance [Q]

10

=

0.5 1 5 10

Current [A]

—— DSZ-10/680/0 9-V-R
—— DSZ-10/470/1 2-V-R
—— DSZ-10/330/1 4-V-R
—— DSZ-10/220/1 6-V-R
—— DSZ-10/150/2 2-V-R
" —— DSZ-10/100/2 4-V-R

‘\\ ‘ —— DSZ-10/68/3,0-V-R

-‘1\‘ —— DSZ-10/47/3 5-V-R

— DSZ-10/33/5,0-V-R

— DSZ-10/22/6,3-V-R

— DSZ-10/15/6,3-V-R

= DSZ-10110/7,0-V-R

—— DSZ-10/6 8/10-V-R

V-R version
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Date of release: 07 July 2021



