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DEMS 80X20 - Super MSS Inductors

APPLICATIONS:

« output choke for forward, push-pull, half-bridge,
full-bridge converters

« energy storage chokes (DC - 300kHz)

« AC and DC filters

« soft and slow saturation at high current

ORDERING CODE:
DEMS- 80X20- 1,5 /12

rated current in Amps
inductance in mH®@I,.=0A
core size

product symbol

DIMENSIONS:
Type Ring terminal | W [mm] | Hmax [mm]
DEMS-80X20/0,004/200 M8 18 78
DEMS-80X20/0,005/165 M8 16 78
DEMS-80X20/0,009/130 M8 16 78
DEMS-80X20/0,014/105 M8 16 78
DEMS-80X20/0,036/70 M8 16 78
DEMS-80X20/0,16/39 M4 11 78
DEMS-80X20/0,68/16 M4 8 64
DEMS-80X20/1,5/12 M4 8 64 80
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ELECTRICAL PROPERTIES:

Part number Lom [MH] Inom [Al RDC[Q] [ AT@I,y, [*CT" max [AT™
DEMS-80X20/0,004/200 4 200 0,0005 75 135
DEMS-80X20/0,005/165 5 165 0,0008 75 110
DEMS-80X20/0,009/130 9 130 0,0011 75 85
DEMS-80X20/0,014/105 14 105 0,0015 75 70
DEMS-80X20/0,036/70 36 70 0,0034 76 48

DEMS-80X20/0,16/39 160 39 0,0128 76 28
DEMS-80X20/0,68/16 680 16 0,0503 74 1
DEMS-80X20/1,5/12 1500 12 0,0990 78 8

* winding losses only.
** @At=40C, winding losses only.

Inductance graph DEMS-80X20
2000 —— DEMS-80/0,004/200
—— DEMS-80/0,005/165
800 —— DEMS-80/0,009/130
—— DEMS-80/0,014/105
500 —— DEMS-§0/0,036/70
300 —— DEMS-80/0,16/39
Gar 200 —— DEMS-80/0,68/16
Il —— DEMS-80/1,5/12
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Impedance graph DEMS-80X20
400000 —— DEMS-80X20/0,004/200
100000 —— DEMS-80X20/0,005/165
—— DEMS-80X20/0,009/130
—— DEMS-80X20/0,014/105
10000 —— DEMS-80X20/0,036/70
—— DEMS-80X20/0,16/39
1000 —— DEMS-80X20/0 88/16
Q —— DEMS-80X20 5/12
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