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ORDERING CODE:

DSMD-10/ 10 /

,0

DSMD-10 CHOKES

APPLICATIONS:

e DC-DC mini-converters

e energy storage chokes

e small-size interference suppressors
e also available with a magnetic shield

rated current in Amps
inductance in mH
core size

product symbol

DIMENSIONS:

7 oo 0

FERYSTER®
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FOOTPRINT:

BSMB-10x5:4
e 10 (mm) N
FERYSTER"®
PROPERTIES:
Mounting
Part number Lom [MH] loom [A] RDC [Q] version

v

DSMD-10/10/3,0 10 3,0 0,032 v
DSMD-10/15/2,5 15 2,5 0,034 v
DSMD-10/22/1,9 22 1,9 0,048 v
DSMD-10/33/1,6 33 1,6 0,078 v
DSMD-10/47/1,4 47 1,4 0,115 v
DSMD-10/68/1,2 68 1,2 0,155 v
DSMD-10/100/0,9 100 0,9 0,197 v
DSMD-10/150/0,7 150 0,7 0,260 v
DSMD-10/220/0,7 220 0,7 0,380 v
DSMD-10/330/0,5 330 0,5 0,660 v
DSMD-10/470/0,5 470 0,5 0,780 v
DSMD-10/680/0,35 680 0,35 1,200 v
DSMD-10/1000/0,35 1000 0,35 1,300 v

e |[nductance tolerance:+20%
e RDC Cu wire resistance +20%
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CHARACTERISTICS:
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