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DSZ-20 INDUCTORS

APPLICATIONS:

e Differential mode filters

e Switched mode power supplies
e Electronic ballast applications
e Lighting

e White goods

ORDERING CODE:

DSZ - 20/10000/1,0 -V

L mounting: V - vertical
rated current in Amps
inductance in pH
core size

product symbol

DIMENSIONS:

V - vertical ‘ 22 ‘ * marking on the ferrite core not available
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PROPERTIES:
Part number Lpom [MH] lnom [A] RDC [Q]
DSZ-20/100/10 100 10 0,015
DSz-20/150/7,8 150 7.8 0,025
DSZz-20/220/7,0 220 7,0 0,036
DSZ-20/330/6,3 330 6,3 0,046
DSZ-20/470/5,0 470 5,0 0,68
DSZ-20/680/3,5 680 35 0,12
DSZ-20/1000/3,5 1000 3,5 0,14
DSZ-20/1500/3,0 1500 3.0 0,19
DSZ-20/2200/2,2 2200 2,2 0,33
DSZ-20/3300/1,9 3300 1.9 0,45
DSZ-20/4700/1,6 4700 16 0,67
DSZ-20/6800/1,4 6800 14 0,92
DSZ-20/10000/1,0 10000 1,0 1,55

e |[nductance tolerance: +20%
e LCR meter f=10kHz

e RDC Cu wire resistance: +20%

CHARACTERISTICS:
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= DSZ-20/10000/1-V
— DSZ-20/6800/1,4-V
— DSZ-20/4700/1,6-V
= DSZ-20/3300/1,9-V
= DSZ-20/2200/2,2-V
= DSZ-20/1500/3,0-V
—— DSZ-201000/3,5-V
—— DSZ-20/680/3,5-V
—— DSZ-20/470/5,0-V
—— DSZ-20/330/6,3-V
—— DSZ-20/220/7 0-V
—— DSZ-20/150/7 8-V
—— DSZ-20100/10-V
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10,000,000 — DSZ-20/10000/1-V

—— DSZ-20/6800/1,4-V
1 ,OOD,OOU —— DSZ-20/4700/1,6-V
— DSZ-20/3300/1 8-V
— DSZ-20/2200/2 2-V
100,000 "‘«.‘ "\ ‘ —— DSZ-20/1500/3,0-V
‘ — DSZ-20/1000/3 5-V
‘A. _".\‘\\‘ /’ \ —— DSZ-20/680/3,5-V
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-
<) 10,000
© —— DSZ-20/470/5,0-V
2 — DSZ-20/330/6,3-V
'g 1,000 —— DSZ-20/220/7 0-V
=E>. —— DSZ-20/1150/7,8-V
= 100 —— DSZ-20/100/10-V
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